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(e) Evaluate an individual if the oper-
ator has reason to believe that the in-
dividual is no longer qualified to per-
form a covered task;

(f) Communicate changes that affect
covered tasks to individuals per-
forming those covered tasks; and

(g) Identify those covered tasks and
the intervals at which evaluation of
the individual’s qualifications is need-
ed.

§ 192.807 Recordkeeping.
Each operator shall maintain records

that demonstrate compliance with this
subpart.

(a) Qualification records shall in-
clude:

(1) Identification of qualified indi-
vidual(s);

(2) Identification of the covered tasks
the individual is qualified to perform;

(3) Date(s) of current qualification;
and

(4) Qualification method(s).
(b) Records supporting an individ-

ual’s current qualification shall be
maintained while the individual is per-
forming the covered task. Records of
prior qualification and records of indi-
viduals no longer performing covered
tasks shall be retained for a period of
five years.

§ 192.809 General.
(a) Operators must have a written

qualification program by April 27, 2001.
(b) Operators must complete the

qualification of individuals performing
covered tasks by October 28, 2002.

(c) Work performance history review
may be used as a sole evaluation meth-
od for individuals who were performing
a covered task prior to October 26, 1999.

(d) After October 28, 2002, work per-
formance history may not be used as a
sole evaluation method.

[Amdt. 192–86, 64 FR 46865, Aug. 27, 1999, as
amended by Amdt. 192–90, 66 FR 43524, Aug.
20, 2001]

APPENDIX A TO PART 192—
INCORPORATED BY REFERENCE

I. List of Organizations and Addresses

A. American Gas Association (AGA), 1515
Wilson Boulevard, Arlington, VA 22209.

B. American National Standards Institute
(ANSI), 11 West 42nd Street, New York, NY
10036.

C. American Petroleum Institute (API),
1220 L Street, NW., Washington, DC 20005.

D. The American Society of Mechanical
Engineers (ASME), United Engineering Cen-
ter, 345 East 47th Street, New York, NY
10017.

E. American Society for Testing and Mate-
rials (ASTM), 100 Barr Harbor Drive, West
Conshohocken, PA 19428.

F. Manufacturers Standardization Society
of the Valve and Fittings Industry, Inc.
(MSS), 127 Park Street, NW., Vienna, VA
22180.

G. National Fire Protection Association
(NFPA), 1 Batterymarch Park, P.O. 9101,
Quincy, MA 02269–9101.

II. Documents Incorporated by Reference (Num-
bers in Parentheses Indicate Applicable Edi-
tions)

A. American Gas Association (AGA):
(1). AGA Pipeline Research Committee,

Project PR–3–805, ‘‘A Modified Criterion for
Evaluating the Remaining Strength of Cor-
roded Pipe’’ (December 22, 1989).

B. American Petroleum Institute (API):
(1) API Specification 5L ‘‘Specification for

Line Pipe (41st edition, 1995).
(2). API Recommended Practice 5L1 ‘‘Rec-

ommended Practice for Railroad Transpor-
tation of Line Pipe’’ (4th edition, 1990).

(3) API Specification 6D ‘‘Specification for
Pipeline Valves (Gate, Plug, Ball, and Check
Valves)’’ (21st edition, 1994).

(4) API Standard 1104 ‘‘Welding of Pipelines
and Related Facilities’’ (18th edition, 1994).

C. American Society for Testing and Mate-
rials (ASTM):

(1) ASTM Designation: A 53 ‘‘Standard
Specification for Pipe, Steel, Black and Hot-
Dipped, Zinc-Coated, Welded and Seamless’’
(A53–96).

(2) ASTM Designation A 106 ‘‘Standard
Specification for Seamless Carbon Steel Pipe
for High-Temperature Service’’ (A106–95).

(3) ASTM Designation: A 333/A 333M
‘‘Standard Specification for Seamless and
Welded Steel Pipe for Low-Temperature
Service’’ (A 333/A 333M–94).

(4) ASTM Designation: A 372/A 372M
‘‘Standard Specification for Carbon and
Alloy Steel Forgings for Thin-Walled Pres-
sure Vessels’’ (A 372/A 372M–95).

(5) ASTM Designation: A 381 ‘‘Standard
Specification for Metal-Arc-Welded Steel
Pipe for Use With High-Pressure Trans-
mission Systems (A 381–93).

(6) ASTM Designation: A 671 ‘‘Standard
Specification for Electric-Fusion-Welded
Steel Pipe for Atmospheric and Lower Tem-
peratures’’ (A 671–94).

(7) ASTM Designation: A 672 ‘‘Standard
Specification for Electric-Fusion-Welded
Steel Pipe for High-Pressure Service at Mod-
erate Temperatures’’ (A 672–94).

(8) ASTM Designation A 691 ‘‘Standard
Specification for Carbon and Alloy Steel
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